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9 CD changer
The CD changer is located in the luggage compartment behind
the removable right side trim panel.
Description of function ⇒  Operating Instruction Superb II .

Note

♦ If the CD changer plays back commercially available CDs,
however not burnt CDs, there is no fault in the CD changer.
This is why it is not permitted to exchange the CD changer.

♦ No CD-Extra and Mix Mode CD (CD with computer and audio
data together) can be played back.

♦ No audio CDs with a diameter of 8 cm (Mini CD) can be played
back.

♦ When upgrading the CD changer, the functions of the radio
system/navigation system must be absolutely coded again
⇒ Vehicle diagnostic tester

⇒ “9.1 Removing and installing CD changer”, page 74
⇒ “9.2 Plug connection on the CD changer”, page 75

9.1 Removing and installing CD changer
Removing
Special tools and workshop equipment required
♦ Release tool for radio/navigation - T10057-
– Remove all the CDs out of the CD changer ⇒  Owner's manual

Superb II .
– Switch off radio, the ignition and all electrical components.
– Insert release tool for radio/navigation -2- into the holes see

fig. until it audibly clicks into place.

Note

Do not press aside or twist the release tool for radio/navigation -
T10057- .

– Remove the CD changer -1- from the bracket by pulling on the
release tool -arrows-.

– Disconnect the plug connection.
– Press together the lateral catch pegs on the CD changer and

take the release tool for radio/navigation - T10057- out of the
CD changer.

Install
– Mount the plug connection.
– Insert the CD changer in the bracket until it clicks audibly into

place.
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9.2 Plug connection on the CD changer
Contact assignment of the 12-pin plug connection
1 - Data CD out (in radio)
2 - CD-CLK out (in radio)
3 - CD earth
4 - Data CD in (out radio)
5 - not assigned
6 - 12 V power supply (from radio)
7 - right channel +
8 - switched positive (from radio)
9 - Signal ground
10 - left channel +
11 - not assigned
12 - not assigned
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